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Scanning and Designing 

 

1. As all-ceramic restoration 

(1) The thickness of the coping should not be less than 0.6mm;  

(2)The thickness of crown should not be less than 1.0mm;  

(3)For the connector in bridge, it should be made as wide and high as possible. In the anterior, the cross 

section of the connector should be at least 9 mm
2
; in the posterior, the cross section of the connector 

should be at least 12 mm
2
. The connector is the key to the bending strength of the bridge, therefore the 

designing should be taken seriously;  

(4)The crown connected to the missing teeth should be thickened to over 1.0mm;  

 

Note: If the factory failed to make all the sizes mentioned above meeting the requirements , it may lead 

to the increasing risk of cracking of prosthesis, in that case, clearly inform the manufacturers the 

problems is not about the materials at all. 

 

2. For the prosthesis, the cases not be used zirconia as following: 

(1)There are more than 3 units bridge between the abutment in the anterior; 

(2) There are more than 2 units bridge between the abutment in the posterior;  

(3) At in the designs time, free-end avoiding bridge (recommending the use of metal-porcelain teeth to 

the prosthesis) 

 

3. The design of the thickness of the bonding agent 

Theoretically select 0.02-0.06mm, depending on the prosthesis. 

 

4. Do not grinding too much 

During the design process, whether coping or crown, remember not to do too much grinding on the 

dental cervix only to pursue beauty. 
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5. When designing impression 

If found that the prepared impression is not "T" shape but a conic shape, timely communicate with the 

dentist, because this kind of designing impression is hard to wear and falling off easily. 
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